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Abstract 

Time delay estimation (TDE) is a common issue in signal processing. For random signals, various statistical 

methods of analysis are used. In this work, standard uncertainties (standard deviations) of the TDE were 

analytically analysed and compared for two methods: direct cross-correlation function (CCF) and phase of the 

cross-spectral density function (CSDF). In the frequency domain, the CSDF-phase single-point method was 

considered, consisting of determining the time delay for one selected frequency. The metrological properties of 

the CCF and the single-point phase method are presented for three models of stochastic signals contaminated with 

white noise interferences. For these models, the standard uncertainties of the TDE have been compared taking 

advantage phase CSDF and CCF for the signal-to-noise ratio (SNR) in the range 0.1 ≤ SNR ≤ 100. It was found 

that for small SNR values (SNR < 1) the CCF method is more accurate. On the other hand, for larger SNR values 

(especially above one), lower values of the standard uncertainty of the time delay are obtained for the phase 

method. Specific SNR values for which the single-point phase method is more accurate depend on the adopted 

models and parameters of the signals and on the parameters of the analysis. 

Keywords: time delay estimation, stochastic signals, cross-spectral density, cross-correlation, standard 

uncertainty. 

1. Introduction 

Applications of statistical methods for time delay estimation (TDE) of measurement random 

signals, received from spatially separated sensors, are widely described in the literature. In 

recent decades, several TDE methods have been elaborated based on the analysis of signals in 

the time, frequency and state-space domains [1-9]. These methods find application, e.g. in radar 

technology, telecommunications, acoustics, mechanics, seismology, and medicine; they aid in 

detecting pipeline leaks and assessing two-phase fluid flow [10-17]. 

The practical application of individual methods of analysis relies on the characteristics of 

the signals being measured. Their properties such as: stationarity, probability distribution 

function (PDF), correlation, and SNR are important. The best-known time domain TDE method 

for Gaussian stationary signals is the cross-correlation function (CCF) [18-20]. In the classic 

cross-correlation method, the estimation of the time delay τ0 relies upon the location of the 

position of the main CCF peak. Within the frequency domain, one can use a cross-spectral 

density function (CSDF) for the purpose of TDE [19, 21-23]. To determine the delay for the 

above-mentioned signals, the following methods can also be applied: differential and combined 

functions [16, 24, 25], conditional averaging [26, 27], and cross-correlation with the Hilbert 

Transform [28, 29]. 

The phase method, described in the 1980s [21, 30], is relatively less popular because its 

practical implementation is more complicated than in the case of CCF. Efficient execution of 
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this approach necessitates obtaining an unwrapped phase spectrum estimate and extracting the 

time delay, which can be achieved through different approaches. The phase method can be 

implemented as single-point or multipoint [19, 21, 31]. The single-point method involves 

determining the time delay for a selected frequency f0 and is useful when we are interested in 

the value of τ0 for that particular frequency. Since the CSDF phase for nondispersive media is 

a linear function of the frequency in the band of the analysed signals, the multipoint method 

can then be used. It consists of approximating a selected range of the CSDF phase with a straight 

line and calculating the delay as the slope of this line. Examples of the application of the phase 

method in science and technology are described in the literature: this method is used in electrical 

capacitance tomography [22], two-phase flow measurements [32], to analyse vibration and 

acoustic signals [15, 17, 33-37], as well as to signals in medical and biological investigations 

[14, 38, 39]. It is generally known that the cross-correlation method is suitable for estimating 

the delay time of signals in the presence of interference, especially for unfavourable SNR. 

However, there are relatively few works devoted to analysing the properties of the phase 

method, especially the single-point phase method. 

In this paper, an analysis and comparison of the standard uncertainties for the single-point 

phase CSDF and the direct CCF estimator, considering three models of mutually time-delayed 

and noise-affected stochastic signals are presented. Since no such comparison was found in the 

available literature, the author believes that this work fills this research gap. Section 2 presents 

the analysed models of measurement signals. It was assumed that the analysed signals are 

realizations of a stationary and ergodic random process. Section 3 briefly describes the principle 

of the correlation method and gives the TDE standard uncertainties based on the CCF for the 

adopted signal models. In Section 4, an analogous examination for the single-point phase 

method is presented. Section 5 provides a comparison of the standard uncertainties of TDE by 

CCF and the single-point phase method. Section 6 delivers the conclusions from the conducted 

research. 

This paper is significantly improved and expanded version of conference work [40]. 

2. Models of measuring signals 

The relationship between two mutually time-delayed stochastic signals x(t) and z(t), obtained 

from two spatially separated sensors (e.g. optical, capacitive, acoustic, thermal or scintillation), 

can be described using the following relationships: 

 𝑥(𝑡) = 𝑠(𝑡) + 𝑛1(𝑡), (1) 

 𝑧(𝑡) = 𝑐 ⋅ 𝑠(𝑡 − 𝜏0) + 𝑛2(𝑡), (2) 

where: s(t) - stationary random signal with frequency band B and Gaussian PDF N(0, σs), 

c - constant factor; τ0 - transportation time delay; n1(t), n2(t) - white noises with PDFs: N(0,σn1), 

N(0,σn2) and incoherent with the signal s(t) and each other. 

Formulas (1) and (2) are hereinafter referred to as Model I. 

The autocorrelation function and the one-sided power spectral density of signal s(t) are 

described by the equations: 

 𝑅𝑠𝑠(𝜏) = 𝐾𝐵 (
𝑠𝑖𝑛 2𝜋𝐵𝜏

2𝜋𝐵𝜏
), (3) 

 𝐺𝑠𝑠(𝑓) = {
𝐾 0 ≤ 𝑓 ≤ 𝐵  
0 𝑓 > 𝐵

, (4) 

where K denotes the constant value of the power spectral density Gss(f) in frequency band B. 

For the signal models (1) and (2) the following relationships take place: 
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 𝜎𝑥
2 = 𝑅𝑥𝑥(0) = 𝜎𝑠

2 + 𝜎𝑛1
2 , (5) 

 𝜎𝑧
2 = 𝑅𝑧𝑧(0) = 𝑐2𝜎𝑠

2 + 𝜎𝑛2
2 , (6) 

where σx and σz represent the standard deviations of the signals x(t) and z(t).  

The SNR for models (1) and (2) can be defined as follows: SNRx = (σs/σn1)
2 for x(t) and 

SNRz = (σs/σn2)
2 for z(t).  

In some cases of TDE, the signal models assume that n1(t) = n2(t) = n(t). Then the 

disturbances n1(t) and n2(t) have identical normal PDFs N(0,σn), but these are independent 

waveforms. In this case, formulas (1) and (2) will take the form:  

 𝑥(𝑡) = 𝑠(𝑡) + 𝑛(𝑡), (7) 

 𝑧(𝑡) = 𝑐 ⋅ 𝑠(𝑡 − 𝜏0) + 𝑛(𝑡). (8) 

Dependencies (7) and (8) will hereinafter be referred to as Model II. The SNR for this model 

can be written as: SNRx = SNRz = SNR = (σs/ σn)
2. 

In the transport of solids, simple signal models (9) and (10) are often adopted:  

 𝑥(𝑡) = 𝑠(𝑡), (9) 

 𝑧(𝑡) = 𝑐 ⋅ 𝑥(𝑡 − 𝜏0) + 𝑛(𝑡). (10) 

This model results from the simplification of (1) and (2), for n1(t) = 0 and n2(t) = n(t). 

Formulas (9) and (10) will hereafter be referred to as Model III. The signal-to-noise ratio for 

this is: SNR = (σs/ σn)
2. 

3. TDE by the use of CCF 

3.1. Cross-correlation method 

For signals x(t) and z(t), CCF Rxz(τ) can be given as follows [19, 41]: 

 𝑅𝑥𝑧(𝜏) = 𝐸[(𝑥(𝑡)𝑧(𝑡 + 𝜏)] = 𝑐𝑅𝑠𝑠(𝜏 − 𝜏0), (11) 

where τ is the time delay and E[·] means the expected value. 

For τ = τ0, the function 𝑹𝒙𝒛(𝝉) assumes a maximum value (Fig. 1). The transportation time 

delay can thus be designated as:  

 𝜏0 = 𝑎𝑟𝑔{𝑚𝑎𝑥   𝑅𝑥𝑧(𝜏)} = 𝑎𝑟𝑔   {𝑅𝑥𝑧(𝜏0)}. (12) 

 

 

Fig. 1. Principle of TDE using CCF. 

The normalized CCF is expressed as 

 𝜌𝑥𝑧(𝜏) =
𝑅𝑥𝑧(𝜏)

√𝑅𝑥𝑥(0)𝑅𝑧𝑧(0)
=

𝑐𝑅𝑠𝑠(𝜏−𝜏0)

𝜎𝑥𝜎𝑧
 (13) 

and for τ = τ0: 
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 𝜌𝑥𝑧(𝜏0) =
𝑐𝑅𝑠𝑠(0)

𝜎𝑥𝜎𝑧
=

𝑐𝜎𝑠
2

𝜎𝑥𝜎𝑧
. (14) 

The dependencies of 𝜌𝑥𝑧(𝜏0) on the SNR for the analysed signal Models I, II and III are 

given in the paper [28]. 

In the currently used digital methods of analysis, the signals are sampled and quantized. 

Then the direct CCF estimator can be described using the formula: 

 𝑅̂𝑥𝑧(𝜏𝑚) =
1

𝑁𝑡𝑜𝑡𝑎𝑙
∑ 𝑥𝑞(𝑡𝑛)𝑧𝑞(𝑡𝑛 + 𝜏𝑚)
𝑁𝑡𝑜𝑡𝑎𝑙−1
𝑛=0 ,  𝑚 = 0,  1  ⥂. . . 𝑀 − 1, (15) 

where: Ntotal is the number of samples, xq(tn ) and zq(tn ) are sampled and quantized signals x(t) 

and z(t), respectively. Equation (15) is valid for the number of signal samples zq equal to 

𝑁total +M. 

In [42], it was shown that when analysing random signals with a Gaussian PDF, the influence 

of quantization on the accuracy of the CCF estimation is negligible already for several levels 

of quantization. Thus, in further consideration, a negligible value of the quantization errors can 

be assumed. 

In [28, 29], it was shown that the variance of the CCF estimator for τ = τ0 is equal to:  

 𝜎2[𝑅̂𝑥𝑧(𝜏0)] ≈
𝜎𝑥
2𝜎𝑧

2

𝑁𝑡𝑜𝑡𝑎𝑙
[1 + 𝜌𝑥𝑧

2 (𝜏0)]. (16) 

If CCF estimation is carried out with uncorrelated samples with the division of Ntotal into a 

number of Nd segments, then on the basis of (16) the relative standard uncertainty of the 

estimator can be represented by the formula:  

 𝑢𝑟𝑒𝑙[𝑅̂𝑥𝑧(𝜏0)] =
𝜎[𝑅̂𝑥𝑧(𝜏0)]

𝑅𝑥𝑧(𝜏0)
≈ {

[1+𝜌𝑥𝑧
−2(𝜏0)]

𝑁𝑁𝑑
}

1/2

, (17) 

where N  – the number of samples in a segment. 

3.2. Standard uncertainty of the TDE using CCF 

In the article [28], the formula for the variance of the time delay for CCF was derived in the 

following form: 

 𝜎2(𝜏0)𝐶𝐶𝐹 = √
3

4

1

(𝜋𝐵)2
𝜎[𝑅̂𝑥𝑧(𝜏0)]

𝑅𝑥𝑧(𝜏0)
. (18) 

Based on (18) and (17), we obtain the formula for the standard uncertainty of the τ0 obtained 

using CCF: 

 𝑢(𝜏0)𝐶𝐶𝐹 = 𝜎(𝜏0)𝐶𝐶𝐹 =
1

𝜋𝐵
√
3

4

4
{𝑢𝑟𝑒𝑙[𝑅̂𝑥𝑧(𝜏0)] }

1/2

. (19) 

In [28], it was shown that the standard uncertainties of the CCF based time delay estimation 

for models I, II, and III can be represented by the formulas: 

• Model I 

 𝑢(𝜏0)𝐶𝐶𝐹 =
1

𝜋𝐵
√
3

4

4
{

1

√𝑁𝑁𝑑
[2 +

1

𝑆𝑁𝑅𝑥
+

1

𝑐2
(

1

𝑆𝑁𝑅𝑧
+

1

𝑆𝑁𝑅𝑥

1

𝑆𝑁𝑅𝑧
)]
1/2

}
1/2

, (20) 

• Model II 

 𝑢(𝜏0)𝐶𝐶𝐹 =
1

𝜋𝐵
√
3

4

4
{

1

√𝑁𝑁𝑑
[2 +

1

𝑆𝑁𝑅
(1+

1

𝑐2
) +

1

𝑐2𝑆𝑁𝑅2
]
1/2

}
1/2

, (21) 
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• Model III 

 𝑢(𝜏0)𝐶𝐶𝐹 =
1

𝜋𝐵
√
3

4

4
{

1

√𝑁𝑁𝑑
[2 +

1

𝑐2𝑆𝑁𝑅
]
1/2

}
1/2

. (22) 

4. Application of the phase of CSDF to TDE 

4.1. Single-point phase method 

TDE in the frequency domain is most often implemented by using the CSDF phase. In 

practice, only one-sided CSDF can be designated for the frequency range 0 < f < ∞. This is 

a complex quantity described as follows [19]: 

 𝐺𝑥𝑧(𝑓) = 2∫ 𝑅𝑥𝑧(𝜏) ⋅ 𝑒
−𝑗2𝜋𝑓𝜏𝑑𝜏

∞

−∞
. (23) 

CSDF (23) can be represented in polar form: 

 𝐺𝑥𝑧(𝑓) = |𝐺𝑥𝑧(𝑓)|𝑒
−𝑗Φ𝑥𝑧(𝑓),  0 ≤ 𝑓 < ∞. (24) 

The phase of CSDF Φxy(f) for non-dispersive media is a linear function of the frequency f. 

For τ = τ0 we obtain: 

 Φ𝑥𝑦(𝑓) = 𝑎𝑟𝑐𝑡𝑔 {
𝐼𝑚[𝐺

−
𝑥𝑧(𝑓)]

𝑅𝑒[𝐺
−
𝑥𝑧(𝑓)]

} = 2𝜋 ⋅ 𝑓 ⋅ 𝜏0. (25) 

Determination of the time delay from the CSDF phase is possible for the selected frequency 

f0 (single-point method) or using a linear approximation of the phase characteristic in the 

selected frequency range (multipoint method) [19, 21, 31-33]. Next, the single-point method is 

analysed. 

Based on (25), we obtain for the selected frequency f = f0 (Fig. 2): 

 𝜏0 =
Φ𝑥𝑧(𝑓0)

2𝜋𝑓0
. (26) 

 

 

Fig. 2. Principle of the single-point CSDF phase method. 

Normalized CSDF is known as the coherence function γxz(f). The practical approach involves 

utilizing the squared coherence function: 

 𝛾𝑥𝑧
2 (𝑓) =

|𝐺𝑥𝑧(𝑓)|
2

𝐺𝑥𝑥(𝑓)⋅𝐺𝑧𝑧(𝑓)
, (27) 

where Gxx(f) and Gzz(f) are autospectral density functions of signals x(t) and z(t), respectively. 

The condition 0 ≤  2
xz(f) ≤ 1 is fulfilled by the  2

xz(f). 

The coherence functions for the models of signals I, II, and III discussed describe the 

equations: 
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• for Model I: 

 𝛾𝑥𝑧
2 (𝑓) = [1+

𝜎𝑛1
2

𝜎𝑠
2 +

𝜎𝑛2
2

𝑐2𝜎𝑠
2 +

𝜎𝑛1
2

𝑐2𝜎𝑠
2

𝜎𝑛2
2

𝜎𝑠
2 ]

−1

= [1 +
1

𝑆𝑁𝑅𝑥
+

1

𝑐2
(

1

𝑆𝑁𝑅𝑧
+

1

𝑆𝑁𝑅𝑥

1

𝑆𝑁𝑅𝑧
)]

−1

, (28) 

• for Model II: 

 𝛾𝑥𝑧
2 (𝑓) = [1+

𝜎𝑛
2

𝜎𝑠
2 (1+

1

𝑐2
) +

𝜎𝑛
4

𝑐2𝜎𝑠
4]
−1

= [1+
1

𝑆𝑁𝑅
(1 +

1

𝑐2
) +

1

𝑐2𝑆𝑁𝑅2
]
−1

, (29) 

• for Model III: 

 𝛾𝑥𝑧
2 (𝑓) = [1 + (

𝜎𝑛

𝑐𝜎𝑠
)
2

]
−1

= [1+
1

𝑐2𝑆𝑁𝑅
]
−1

. (30) 

The dependence (28) graphs are shown in Fig. 3, and the (29) and (30) graphs are presented 

in Fig. 4. 

 

 

Fig. 3. Plots of the relationship (28) for various SNRz values and c = 1. 

 

Fig. 4. Plots of the relationships (29) and (30) for various SNR values and c = 1. 
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4.2. Standard uncertainty of the TDE from phase CSDF 

The accuracy of the TDE based on CSDF depends on the variance of the phase estimator, 

which is given by [19]: 

 𝜎2[Φ̃𝑥𝑧(𝑓)] ≈
1−𝛾𝑥𝑧

2 (𝑓)

2𝑁𝑑𝛾𝑥𝑧
2 (𝑓)

 (31) 

where 𝛷̃𝑥𝑧(𝑓) is the smoothed CSDF phase estimator determined using a phase unwrapping and 

averaging procedure, e.g. the Welch method [19, 43]. 

[31] shows that the standard uncertainty of the TDE when utilizing the CSDF phase for f = f0 

is given by the following:  

 𝑢[𝜏0]𝐶𝑆𝐷𝐹 = 𝜎[𝜏0]𝐶𝑆𝐷𝐹 ≈
1

2𝜋𝑓0
{
1−𝛾𝑥𝑧

2 (𝑓0)

2𝑁𝑑𝛾𝑥𝑧
2 (𝑓0)

}
1/2

 (32) 

Taking into account the coherence functions (28)-(30) for the signal models analysed, we 

obtain for f = f0: 

• for Model I: 

 𝑢[𝜏0]𝐶𝑆𝐷𝐹 ≈
1

2𝜋𝑓0
{

1

2𝑁𝑑
[

1

𝑆𝑁𝑅𝑥
+

1

𝑐2
(

1

𝑆𝑁𝑅𝑧
+

1

𝑆𝑁𝑅𝑥

1

𝑆𝑁𝑅𝑧
)]}

1/2

, (33) 

• for Model II: 

 𝑢[𝜏0]𝐶𝑆𝐷𝐹 ≈
1

2𝜋𝑓0
{

1

2𝑁𝑑
[

1

𝑆𝑁𝑅
(1 +

1

𝑐2
) +

1

𝑐2𝑆𝑁𝑅2
]}
1/2

, (34) 

• for Model III: 

 𝑢[𝜏0]𝐶𝑆𝐷𝐹 ≈
1

2𝜋𝑓0
{

1

2𝑁𝑑𝑐
2𝑆𝑁𝑅

}
1/2

. (35) 

5. Comparison of standard uncertainties of TDE using the CSDF-phase and CCF 

methods 

After a comparison of (19) and (32) we obtain: 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

2𝑓0
√
4

3

4
{
1

𝑁𝑑
[

1

𝛾𝑥𝑧
2 (𝑓0)

− 1]
1

𝑢𝑟𝑒𝑙[𝑅̂𝑥𝑧(𝜏0)
}
1/2

 (36) 

Taking quotients of formulas (20) and (33), (21) and (34), and (22) and (35) we get the 

following dependencies for the signal models: 

• Model I: 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

𝑓0

1

√48
4 {

𝑁

𝑁𝑑

[
1

𝑆𝑁𝑅𝑥
+

1

𝑐2𝑆𝑁𝑅𝑧
(1+

1

𝑆𝑁𝑅𝑥
)]
2

2+
1

𝑆𝑁𝑅𝑥
+

1

𝑐2𝑆𝑁𝑅𝑧
(1+

1

𝑆𝑁𝑅𝑥
)
}

1/4

, (37) 

• Model II: 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

𝑓0

1

√48
4 {

𝑁

𝑁𝑑

[
1

𝑆𝑁𝑅
(1+

1

𝑐2
)+

1

𝑐2𝑆𝑁𝑅2
]
2

2+
1

𝑆𝑁𝑅
(1+

1

𝑐2
)+

1

𝑐2𝑆𝑁𝑅2

}

1/4

, (38) 

• Model III: 



R. Hanus: ACCURACY COMPARISON OF TIME DELAY ESTIMATION OF RANDOM SIGNALS USING SINGLE-POINT … 

 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

𝑓0

1

√48
4 {

𝑁

𝑁𝑑
[

1

𝑐2𝑆𝑁𝑅(2𝑐2𝑆𝑁𝑅+1)
]}
1/4

. (39) 

The analysis of formula (32) shows that possible large values of f0 should be selected. The 

maximum frequency f0 can be equal to the signal frequency band B. The plots of the formulas 

(37), (38) and (39) for B/f0 =1 and for c = 1 are shown in Figs. 5, 6 and 7. 

For small SNRs, the two in the denominators of (37) and (38) can be omitted, and we obtain, 

respectively, for models I and II: 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

𝑓0

1

√48
4 {

𝑁

𝑁𝑑
[

1

𝑆𝑁𝑅𝑥
+

1

𝑐2𝑆𝑁𝑅𝑧
(1 +

1

𝑆𝑁𝑅𝑥
)]}

1/4

, (40) 

 
𝑢(𝜏0)𝐶𝑆𝐷𝐹

𝑢(𝜏0)𝐶𝐶𝐹
=

𝐵

𝑓0

1

√48
4 {

𝑁

𝑁𝑑
[

1

𝑆𝑁𝑅
(1+

1

𝑐2
) +

1

𝑐2𝑆𝑁𝑅2
]}
1/4

. (41) 

 
a) 

 
b) 

 

Fig. 5. Plots of the dependence (37) with N/Nd = 110 (a) and N/Nd = 1,000 (b), for various values of SNRz ,  

B/f0 =1, and c = 1. 
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Fig. 6. Plots of the dependence (38) for various values of N/Nd, B/f0 =1, and c = 1. 

 

Fig. 7. Plots of the dependence (39) for various values of N/Nd, B/f0 =1, and c = 1. 

Based on the analysis of formulas (37) to (39) and the plots shown in Figs. 5 to 7, it can be 

concluded that, in general, the single-point phase method gives smaller values of the standard 

uncertainty of the TDE than the cross-correlation for SNR values greater than unity. SNR limits 

(for which u(τ0)CSDF = u(τ0)CCF) depend on the adopted signal model and the analysis parameters: 

N, Nd, B, f0. In the case of Model I, for given values of SNRx, B/f0, and c, the values of SNRz 

and the N/Nd ratio are important. Figure 5 shows the influence of the SNRz values on the ratio 

of the number of samples in a segment N to the number of segments Nd for two selected cases: 

when N/Nd = 110 (Fig. 5a) and when N/Nd = 1,000 (Fig. 5b). It should be noted that the ratio 

N/Nd can take different values depending on the available number of samples Ntotal. For 

example, for Ntotal = 100,000, the chosen values of N, Nd, and N/Nd are summarized in Table 1. 

From the perspective of minimizing the variance of the CCF and CSDF phase estimators, the 

total number of samples Ntotal and the number of segments Nd should be as large as possible, 

which follows directly from (16) and (31). On the other hand, the number of samples in 
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a segment N should also be large. In practice, it is therefore necessary to find a compromise 

solution. 

Table 1. Selected values of N and Nd for Ntotal = 100,000. 

N 4,000 5,000 6,250 10,000 

Nd 25 20 16 10 

N /Nd 160 250 444.44 1,000 

 

Figure 5 allows determining the ranges of SNRx and SNRz values for which the standard 

uncertainty of time delay estimation from the CSDF phase will be smaller than for the CCF. 

For example, from Fig. 5a, one can infer that the uncertainty u(τ0)CSDF will be smaller than 

u(τ0)CCF if the SNRx value is greater than 1.3 and SNRz > 0.3. In the case of SNRx = 1, the SNRz 

value for this situation would need to be almost one hundred.  

Figures 6 and 7 show the dependencies u(τ0)CSDF /u(τ0)CCF = f(SNR) for signal models II and 

III, respectively. For these cases, the parameter is the ratio N/Nd. For Model II, for c = 1 and 

B/f0 =1, the limiting SNR values (for which u(τ0)CSDF = u(τ0)CCF) range from 0.63 (for N/Nd = 10) 

to 1 (for N/Nd = 250). In the case of signal model III, the SNR limits range from 0.1 (for 

N/Nd = 5) to 1.03 (for N/Nd = 250). 

In practice, the signal-to-noise ratio in measurement signals is usually unknown, but signal 

models can be determined. In such cases, the SNR can be assessed using the experimentally 

determined normalized cross-correlation and the relationships ρxz(τ0) = f(SNR) for the adopted 

signal models. These relationships for signal models I-III are provided in article [28]. 

6. Conclusions 

This paper compares the standard uncertainties of the time delay estimation using the 

methods of cross-correlation and phase cross-spectral density (single-point method). Analyses 

were performed for three models of mutually delayed stochastic measurement signals with 

random disturbances. It was found that in the range of small signal-to-noise ratio values 

(SNR < 1), the time delay estimation from the cross-correlation function is more accurate, while 

in the range of higher SNR, lower uncertainty values of TDE can be obtained for the phase 

method. Specific SNR values for which the phase method is more accurate depend on the 

adopted models and parameters of the signals and on the parameters of the analysis. The 

advantage of the single-point phase method is the ability to determine the time delay for the 

selected frequency f0, which lies in the band of measurement signals. This is important in 

dispersive media where the CSDF phase is not a linear function of frequency. The new results 

obtained in this work are relations (37)–(39) that allow for comparing the standard uncertainties 

of the CCF and single-point CSDF estimators for the three assumed signal models. 
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    𝛾  x z 2 ( f ) =    [ 1 +    (     𝜎  n  c   𝜎  s ) 2 ]  − 1 =    [ 1 +  1    c 2 S N   R  ]  − 1


    𝜎 2  [    Φ ~  x z ( f ) ] ≈   1 −   𝛾  x z 2 ( f )  2   N  d   𝛾  x z 2 ( f )


      𝛷 ~  x z ( f )


  u    [   𝜏 0 ]  C S D F = 𝜎    [   𝜏 0 ]  C S D F ≈  1  2 𝜋   f 0    {   1 −   𝛾  x z 2 (   f 0 )  2   N  d   𝛾  x z 2 (   f 0 ) }  1 / 2


  u    [   𝜏 0 ]  C S D F ≈  1  2 𝜋   f 0    {  1  2   N  d  [  1  S N   R  x +  1    c 2  (  1  S N   R  z +  1  S N   R  x  1  S N   R  z ) ] }  1 / 2


  u    [   𝜏 0 ]  C S D F ≈  1  2 𝜋   f 0    {  1  2   N  d  [  1  S N   R   ( 1 +  1    c 2 ) +  1    c 2 S N   R 2 ] }  1 / 2


  u    [   𝜏 0 ]  C S D F ≈  1  2 𝜋   f 0    {  1  2   N  d   c 2 S N   R  }  1 / 2


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B  2   f 0   4 3 4    {  1    N  d  [  1    𝛾  x z 2 (   f 0 ) − 1 ]  1    u  r e l [     R ^  x z (   𝜏 0 ) }  1 / 2


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B    f 0  1   48 4    {   N    N  d      [  1  S N   R  x +  1    c 2 S N   R  z  ( 1 +  1  S N   R  x ) ] 2  2 +  1  S N   R  x +  1    c 2 S N   R  z  ( 1 +  1  S N   R  x ) }  1 / 4


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B    f 0  1   48 4    {   N    N  d      [  1  S N   R   ( 1 +  1    c 2 ) +  1    c 2 S N   R 2 ] 2  2 +  1  S N   R   ( 1 +  1    c 2 ) +  1    c 2 S N   R 2 }  1 / 4


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B    f 0  1   48 4    {   N    N  d  [  1    c 2 S N R ( 2   c 2 S N R + 1 ) ] }  1 / 4


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B    f 0  1   48 4    {   N    N  d  [  1  S N   R  x +  1    c 2 S N   R  z  ( 1 +  1  S N   R  x ) ] }  1 / 4


    u    (   𝜏 0 )  C S D F  u    (   𝜏 0 )  C C F =   B    f 0  1   48 4    {   N    N  d  [  1  S N   R   ( 1 +  1    c 2 ) +  1    c 2 S N   R 2 ] }  1 / 4

