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Abstract 

To enhance the accuracy and reliability of state estimation for distributed electric drive vehicles in GNSS-denied 

and complex terrain environments, this paper innovatively proposes a multi-source information-based state fusion 

estimation method. The core of the method is a dichotomy based hybrid model data state fusion framework 

designed to address dual uncertainties in both GNSS signal and terrain. First, a vehicle dynamics model based 

Cubature Kalman Filter (CKF) is designed. Second, to tackle model mismatch in complex terrain, a vehicle state 

estimation method based on a Convolutional Neural Network (CNN) and Long Short Term Memory (LSTM) 

network is proposed. In this approach, the CNN is responsible for terrain type recognition, while the LSTM serves 

as the backbone network to extract nonlinear correlated features from eight types of time series data and compute 

the model output. Then, to improve the reliability of the estimation algorithm and reduce errors from any single 

method, a physics-informed trend reference is introduced, which operates independently of absolute ground truth. 

Using dichotomy logic, the weights of the CKF-based estimate and the CNN-LSTM-based estimator are 

dynamically adjusted in real time by comparing their respective deviations from this reference. To validate the 

effectiveness of the proposed method, experiments under four operating conditions were carried out on an eight 

wheel distributed electric drive vehicle. The results demonstrate that the proposed method effectively improves 

the estimation accuracy of longitudinal velocity and sideslip angle, as well as the environmental adaptability of 

the vehicle. 

Keywords: multi-source information, cubature Kalman filter, convolutional neural network, long short term 

memory, dichotomy, state fusion estimation. 

1. Introduction 

Distributed electric drive vehicles offer high control flexibility, a shortened driveline, 

compact design, and increased transmission efficiency [1]. Their unique structural layout and 

propulsion architecture enable significant technological innovations that enhance vehicle 

stability, increase drive efficiency, and simplify the chassis structure. This creates an ideal 

platform for advanced chassis-dynamics control systems such as anti-lock braking systems [2], 

acceleration slip regulation [3], and direct yaw-moment control [4]. Eight-wheel, distributed 

electric-drive vehicles, primarily used for enemy reconnaissance, personnel transport, and 

logistical support, are required to possess robust dynamic control capabilities in complex 

terrains. Longitudinal velocity and sideslip angle are the most critical state variables for chassis 

dynamics control. Therefore, accurate and reliable measurement of these parameters is 

essential. However, in environments without global navigation satellite system (GNSS), 

accurate positional information is unavailable, making inertial navigation systems inadequate 

for precisely estimating longitudinal velocity and sideslip angle. 

The commonly used vehicle state estimation methods can be categorized into dynamics 

model-based estimation methods [5-7], kinematics model-based estimation methods [8, 9], 

neural network-based estimation methods [10-12]. However, a single state estimation algorithm 
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may encounter issues such as initial noise parameter uncertainty or mathematical model 

parameter uncertainty during actual estimation [13, 14]. 

To improve robustness, researchers have integrated diverse estimators to utilize algorithmic 

redundancy. Chen et al. [15] combined a dynamic-model-based strong-tracking filter with a 

kinematic-model-based ridge estimator through iterative error compensation to estimate 

velocity and sideslip angle. Wang et al. [16] introduced the moving polynomial Kalman 

smoother (MPKS) method, which combines the Savitzky-Golay filter with Kalman filtering to 

enhance signal conditioning and phase properties. Next, they proposed a hybrid sideslip 

estimator that combines a dynamic-model-based robust unscented Kalman filter and a 

kinematic-model-based extended Kalman filter. Liu et al. [17] used a genetic algorithm-

optimized BP neural network to adaptively correct the global error of an unscented Kalman 

filter, reducing estimation anomalies. Li et al. [18] developed a physics-data hybrid sideslip 

estimator where a deep neural network approximates the nonlinear mappings not captured by 

the physical model, ensuring accurate and reliable estimation. Xia et al. [19] proposed an 

adaptive weighted fusion of dynamic and kinematic estimators for estimating the sideslip angle. 

Importantly, these fusion schemes mainly depend on mathematically similar models, increasing 

structural complexity, computational load, and issues related to algorithmic homogeneity. 

On one hand, when lateral tire forces stay within their linear limits, model-based filters 

achieve high estimation accuracy. However, accuracy drops once the tire force moves into the 

nonlinear zone [20, 21]. Additionally, unknown biases in measured lateral acceleration can 

cause errors in loop and accumulation [22]. Conversely, kinematic-model-based filters avoid 

these problems, but the wheel speed signal affected by tire forces has an inherent delay, which 

prevents quick feedback of vehicle dynamics. Furthermore, distributed electric drive vehicles 

lack non-driven wheels and often experience wheel slip, making it impossible to determine the 

actual longitudinal velocity directly from wheel speed. As a result, during extreme manoeuvres 

or wheel slip events, the vehicle system and its components display significant time-varying 

nonlinearities and strong coupling, making both dynamic and kinematic approaches inadequate. 

On the other hand, current deep learning-based state estimators fail to account for terrain 

influences and typically assume centralized vehicle architectures, making them unsuitable for 

distributed electric drive platforms [23]. Moreover, their reliance on limited training data often 

leads to overfitting, resulting in unstable or unreliable estimation results. 

The special contributions of this paper are listed below: 

(i) To address the problem of model mismatch of distributed electric drive vehicles in GNSS-

denied and complex terrain, we propose a convolutional neural network - long short term 

memory (CNN-LSTM) based state estimation method. The CNN is responsible for terrain type 

recognition, while the LSTM serves as the backbone network to extract nonlinear correlation 

features from eight types of time-series data and compute the model outputs. 

(ii) To mitigate potential instantaneous accuracy drift that may arise from any single 

estimation method, we innovatively propose a dichotomy-based hybrid model-data state 

estimation fusion framework. By comparing in real time the deviations of the cubature Kalman 

filter (CKF) and the CNN-LSTM estimator relative to a common physics-informed trend 

reference, dynamic and interpretable weight allocation is achieved. Its distinct advantages lie 

in the robustness of the mechanism and its insensitivity to reference errors. 

(iii) Experiments were conducted under four operating conditions using an eight-wheel 

distributed electric drive vehicle to evaluate the estimation accuracy of longitudinal velocity 

and sideslip angle. 

Figure 1 illustrates the overall architecture of the fusion estimation scheme which integrates 

model-driven and data-driven estimators via dichotomy-based weighting mechanism. 

The rest of this paper is organized as follows. The vehicle model and CKF-based state 

estimation are depicted in Section 2. The CNN-LSTM-based state estimation is presented in 
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Section 3. The dichotomy-based vehicle state fusion estimation is provided in Section 4. The 

experimental results and discussion are shown in Section 5 and Section 6, respectively. Section 

7 concludes the work. 

 

 

Fig. 1. Dichotomy-based hybrid model-data state estimation fusion framework. 

2. CKF-based state estimation 

2.1. Vehicle dynamics model 

Ignoring the dynamics of the steering and suspension systems, as well as aerodynamic drag, 

a 2-DOF vehicle model is developed by considering only longitudinal, lateral, and yaw motions 

[24], as shown in Fig. 2, where 𝛾 is the yaw rate, 𝛽 is the vehicle sideslip angle, 𝑣𝑥 is the 

longitudinal velocity, 𝑣𝑦 is the lateral velocity, 𝑣 is the velocity of the center of gravity, 𝑙 is the 

track width, 𝐹𝑥𝑖 the longitudinal tire force, 𝐹𝑦𝑖 the lateral tire force, 𝐼𝑧 is the yaw moment of 

inertia about the center-of-gravity 𝑧 axis, 𝐿𝑖 is the distance from the center of the 𝑖 axle to the 

vehicle center of gravity, 𝛿1 and 𝛿2 the steering angles of the wheels on the first and second 

axles, respectively, and 𝑚 the total vehicle mass, where the subscript 𝑖 = 1、2、3、4 refers 

to the 𝑖 axle. 

 

 

Fig. 2. Vehicle dynamics model. 

The equation for vehicle lateral dynamics is expressed as 

 𝑚𝑣𝑥(𝛽̇ + 𝛾) = 𝐹𝑥1 𝑠𝑖𝑛 𝛿1 + 𝐹𝑥2 𝑠𝑖𝑛 𝛿2 + 𝐹𝑦1 𝑐𝑜𝑠 𝛿1 + 𝐹𝑦2 𝑐𝑜𝑠 𝛿2 + 𝐹𝑦3 + 𝐹𝑦4. (1) 
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The equation for vehicle yaw dynamics is expressed as 

 𝐼𝑧𝛾̇ = 𝐿1(𝐹𝑦1 𝑐𝑜𝑠 𝛿1 + 𝐹𝑥1 𝑠𝑖𝑛 𝛿1) + 𝐿2(𝐹𝑦2 𝑐𝑜𝑠 𝛿2 + 𝐹𝑥2 𝑠𝑖𝑛 𝛿2) − 𝐿3𝐹𝑦3 − 𝐿4𝐹𝑦4. (2) 

The lateral tire force is expressed as 

 𝐹𝑦𝑖 = −2𝐾𝑖𝛼𝑖, (3) 

where 𝐾𝑖 is the tire cornering stiffness and 𝛼𝑖 the tire slip angle. 

Combining (1), (2) and (3), the system differential equations are expressed as 

 {
𝛽̇ = −

∑ 𝐾𝑖
4
𝑖=1

𝑚𝑣𝑥
𝛽 − (

∑ 𝐿𝑖𝐾𝑖
4
𝑖=1

𝑚𝑣𝑥
2 + 1) 𝛾 +

𝐾1

𝑚𝑣𝑥
𝛿1 +

𝐾2

𝑚𝑣𝑥
𝛿2

𝛾̇ = −
∑ 𝐿𝑖𝐾𝑖

4
𝑖=1

𝐼𝑧
𝛽 −

∑ 𝐿2
𝑖𝐾𝑖

4
𝑖=1

𝐼𝑧𝑣𝑥
𝛾 +

𝐿1𝐾1

𝐼𝑧
𝛿1 +

𝐿2𝐾2

𝐼𝑧
𝛿2

. (4) 

The relationship between longitudinal velocity and acceleration is given by 

 𝑣̇𝑥 = 𝑎𝑥 + 𝛾𝛽𝑣𝑥. (5) 

2.1. Vehicle state estimation method 

Compared to the conventional extended Kalman filter, the CKF effectively reduces filter 

divergence while having a computational load that increases only linearly with the state 

dimension, thus significantly lowering the overall computational effort [25]. Based on the 

nonlinear state-space representation of the vehicle dynamics model, the iterative procedure of 

the CKF algorithm is as follows: 

Step 1: Initialize states 

 {
𝑥̂0 = 𝐸(𝑥0)

𝑃0 = 𝐸(𝑥0 − 𝑥̂0)(𝑥0 − 𝑥̂0)
𝑇, (6) 

where 𝑥̂0 is the initial state vector, 𝑷0 is the initial error covariance matrix. 

Step 2: Generate cubature points 

 𝜒𝑖,𝑘 = 𝜒̂𝑘−1 + 𝑆𝑘𝜉𝑖, 𝑖 = 1,2,⋯ ,2𝑛𝑚, (7) 

where 𝑖 is the sequence number of the cubature point, 𝑛𝑚 is the dimension of the system 

model, 𝑺𝑘 is obtained by performing Cholesky decomposition on 𝑷𝑘/𝑘 with the condition 

𝑷𝑘/𝑘 = 𝑺𝑘𝑺𝑘
𝑇, and 𝜉𝑖 stands for the cubature point.  

Step 3: Time update. The propagation of cubature points can be expressed as 

𝝌𝑖,𝑘+1∣𝑘 = 𝑓(𝝌𝑖,𝑘). The one-step state prediction equation can be expressed as 

 𝑥̂𝑘+1|𝑘 =
1

2𝑛𝑚
∑ 𝜒𝑖,𝑘+1|𝑘
2𝑛𝑚
𝑖=1 , (8) 

 𝑃𝑘+1|𝑘 =
1

2𝑛𝑚
∑ 𝜒𝑖,𝑘+1|𝑘
2𝑛𝑚
𝑖=1 𝜒𝑖,𝑘+1|𝑘

𝑇 − 𝑥̂𝑘+1|𝑘𝑥̂
𝑇
𝑘+1|𝑘 + 𝑄𝑘, (9) 

where 𝑄𝑘 represents the covariance matrix of the system noise. 

Step 4: Measurement update. The covariance matrix of the measurement prediction results 

and the cross-covariance matrix can be respectively expressed as 

 𝑃𝑧,𝑘+1|𝑘 =
1

2𝑛𝑚
∑ 𝑦𝑖,𝑘+1|𝑘
2𝑛𝑚
𝑖=1 𝑦𝑖,𝑘+1|𝑘

𝑇 − 𝑦̂𝑘+1|𝑘𝑦̂𝑘+1|𝑘
𝑇 + 𝑅𝑘, (10) 

 𝑃𝑥𝑧,𝑘+1|𝑘 =
1

2𝑛𝑚
∑ 𝑥̂𝑖,𝑘+1|𝑘
2𝑛𝑚
𝑖=1 𝑦𝑖,𝑘+1|𝑘

𝑇 − 𝑥̂𝑘+1|𝑘𝑦̂𝑘+1|𝑘
𝑇 , (11) 



Metrol. Meas. Syst., Vol. 33 (2026), No. 2 

DOI: 10.24425/mms.2026.3086 

 

where 𝑅𝑘 represents the covariance matrix of measurement noise, 𝑷𝑘+1∣𝑘represents the 

Cholesky decomposition, 𝑋̂𝑖,𝑘+1|𝑘 
represents the cubature points, 𝑦𝑖,𝑘+1|𝑘and 𝑦̂𝑘+1|𝑘represent 

the propagation and predicted measurement of cubature points. The prediction error of 

𝜺𝑘+1∣𝑘 = 𝒚𝑘+1 − 𝒚̂𝑘+1∣𝑘 can be obtained by calculating the difference between the actual 

measurement value and the predicted measurement value, where 𝒚𝑘+1 represents the actual 

measurement value at the 𝑘 + 1 sampling instant, 𝒚̂𝑘+1∣𝑘 is the predicted measurement value at 

the 𝑘 + 1 sampling instant. 

The Kalman gain is given by 𝑲𝑘+1 = 𝑷𝑥𝑧,𝑘+1∣𝑘𝑷𝑧,𝑘+1∣𝑘
−1 . The estimated vehicle state vector 

is given by𝑥̂𝑘+1 = 𝑥̂𝑘+1|𝑘 + 𝐾𝑘+1(𝑦𝑘+1 − 𝑦̂𝑘+1|𝑘). The error-covariance matrix of the state 

estimate is expressed as 𝑷𝑘+1 = 𝑷𝑘+1∣𝑘 −𝑲𝑘+1𝑷𝑧,𝑘+1∣𝑘𝑲𝑘+1
𝑇 .  

Although distributed electric drive eight-wheel vehicles exhibit complex multi-axle coupling 

and nonlinear dynamic characteristics, a simplified model is employed here based on the 

following considerations: 

(i) The model provides a computationally efficient and physically interpretable baseline for 

state estimation. 

(ii) Complex dynamics not captured by this model will be compensated and learned by the 

subsequently proposed CNN-LSTM-based state estimator. 

Based on the 2-DOF vehicle dynamics model, the discrete-time state equation is formulated 

as 

 

{
 
 

 
 𝛽𝑘+1 = 𝛽𝑘 + (−
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𝐿2𝐾2
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𝛿2，𝑘)𝑇 + 𝑤𝑘

𝑣𝑥,𝑘+1 = 𝑣𝑥,𝑘 + (𝑎𝑥,𝑘 + 𝛾𝑘𝛽𝑘𝑣𝑥,𝑘)𝑇 + 𝑤𝑘

, (12) 

where 𝑇 represents the sampling period of the Kalman filter. 

For distributed electric drive vehicles, where each wheel serves as an independently torque-

controlled driving unit, the propensity for drive slip is notably high, causing wheel speed 

measurements to deviate substantially from the actual vehicle velocity. Under such conditions, 

wheel speeds cannot be relied upon as a valid observable for characterizing the vehicle's overall 

motion state. Even when tire forces enter the nonlinear region, the lateral acceleration acquired 

from an inertial measurement unit, though subject to an unknown bias, can be processed through 

a filtering approach to obtain a reliable estimate [26]. Therefore, to ensure the robustness of the 

observer under both tire nonlinear and wheel slip conditions, lateral acceleration is selected as 

the observation input to the dynamic model. 

The discretized form of the measurement update equation for the dynamic model estimator 

can be expressed as 

 𝑎𝑦 = 𝑣̇𝑦 + 𝑣𝑥𝛾 = 𝛽𝑣𝑥 + 𝑣𝑥𝛾 = −
∑ 𝐾𝑖
4
𝑖=1

𝑚
𝛽 −

∑ 𝐿𝑖𝐾𝑖
4
𝑖=1

𝑚𝑣𝑥
𝛾 +

𝐾1

𝑚
𝛿1 +

𝐾2

𝑚
𝛿2 + 𝑣𝑘, (13) 

where 𝒙𝑘+1 = [𝛽𝑘+1 𝛾𝑘+1 𝑣𝑥,𝑘+1]𝑇 represents the state vector, 𝒚𝑘 = [𝑎𝑦,𝑘] represents the 

measurement vector, 𝒖𝑘 = [𝛿𝑓,𝑘 𝑎𝑥,𝑘]𝑇 represents the known input vector. 

The linear tire model used in the CKF estimator is intended to ensure a stable and observable 

system structure for state estimation. This simplification prioritizes real-time performance, 

parametric robustness, and baseline effectiveness under normal conditions, but it does not 

become a performance bottleneck for the proposed framework. Hence, a CNN-LSTM-based 

state estimation is introduced which operates independently of specific tire model assumptions. 

It is capable of directly learning the full-vehicle dynamic mapping from historical operational 

data. 
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3. CNN-LSTM-based state estimation 

3.1. Model framework 

Although joint estimation of vehicle states and road tire friction has been shown to improve 

accuracy [27, 28], its convergence exhibits a noticeable delay during transient manoeuvres, 

failing to meet real-time requirements. To address this issue, we innovatively introduce a prior 

road-surface perception mechanism that combines real-time forward-looking terrain features, 

aiming to improve both the dynamic response and the estimation accuracy of the state 

estimation system. 

Vehicle dynamic states are inherently temporal sequences. As a variation of a recurrent 

neural network, the LSTM is specifically designed for sequential data. It not only offers strong 

nonlinear modelling capabilities but also mitigates the vanishing and exploding gradient 

problems found in traditional recurrent neural networks (RNNs) [29]. These features make 

LSTM particularly suitable for modelling dynamics under various adhesion conditions. 

Therefore, it serves as the primary architecture for state-parameter estimation in this study. 

We have innovatively proposed a CNN-LSTM-based state estimation framework, as shown 

in Fig. 3. The operation process of this framework is divided into three stages. First, forward-

looking road images captured by on-board vision sensors are processed by a CNN for feature 

extraction and classification, yielding a real-time terrain-type label. Second, a temporal feature 

vector is constructed by concatenating the current and the preceding three-time steps of vehicle 

dynamic observations with the corresponding terrain label. This vector is then fed into an 

LSTM. Finally, an encoder-decoder LSTM structure is designed to model temporal 

dependencies, enabling the accurate estimation of the vehicle’s sideslip angle and longitudinal 

velocity. 

 

 

Fig. 3. CNN-LSTM-based state estimation architecture. 

3.1. CNN-based terrain type classification 

As shown in Table 1, distinct terrain types exhibit specific relationships with friction 

coefficients and road roughness classes [30]. The friction coefficient range for terrain types is 

referenced from [31], which reports typical values under various tire-road conditions. In this 

study, terrain type is identified through on-board vision sensors, which naturally incorporate 

the effects of both adhesion and roughness into the LSTM. This approach enables the network 
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to effectively understand how different road characteristics influence vehicle dynamic 

responses. 

 

Table 1. Terrain type correspondence to friction coefficient and road roughness level. 

Terrain Type Friction coefficients Road roughness classes 

Dry asphalt 0.7-1.0 A、B、C、D 

Wet asphalt 0.3-0.5 A、B、C、D 

Gravel 0.4-0.7 D、E 

Grass 0.3-0.5 C、D 

 

As a deep-learning architecture, CNN outperforms traditional image-recognition methods 

by automatically extracting distinctive features from raw images through layered convolution 

and pooling operations. At the same time, its parameters are refined iteratively via back-

propagation. Additionally, sparse connectivity and weight sharing among neurons significantly 

decrease computational demands. As a result, this study develops a CNN to classify four types 

of terrain with the identification process shown in Fig. 4. The CNN architecture includes 

thirteen convolutional layers, five pooling layers, three fully connected layers, and a Softmax 

output layer. 

 

 

Fig. 4. Terrain type identification pipeline. 

To mitigate state estimation inaccuracies arising from terrain transitions, an image 𝑠𝑡 is 

acquired from the on-board camera for each spatial location (𝑥𝑡 , 𝑦𝑡) at time step 𝑡. 
Consequently, the set 𝑆𝑡 = {𝑠𝑡, 0 < 𝑡 < 𝑇𝑜𝑏𝑠} is fed into the CNN to encode terrain-type 

information over a temporal window and is subsequently concatenated with available vehicle 

measurements to construct a sequential feature vector. 

3.2. Vehicle state estimation method 

Based on the vehicle dynamic and kinematic models, the functional relationships between 

the sideslip angle, longitudinal velocity, and measurable quantities can be expressed as 

 [𝛽, 𝑣𝑥] = 𝑓[𝛿1, 𝑛𝑖𝑗 , 𝑎𝑥, 𝑎𝑦], (14) 

where 𝑛𝑖𝑗 is the wheel-speed information for each wheel. 

As the terrain-type classification result does not incorporate road-elevation variations, 

relying solely on this label together with the relationship expressed in (14) inevitably 

compromises state estimation accuracy when the vehicle traverses complex topographies such 

as puddles, haystacks, uphill/downhill sections, or side slopes. To address this limitation, the 
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study exploits all available multi-source measurements by incorporating roll angle, pitch angle, 

and vertical acceleration into a refined estimation model, yielding 

 [𝛽, 𝑣𝑥] = 𝑓[𝛿1, 𝑛𝑖𝑗 , 𝑎𝑥 , 𝑎𝑦, 𝜓, 𝜃, 𝑧𝑎, 𝜀], (15) 

where 𝜓 is roll angle, 𝜃 is pitch angle, 𝑧𝑎 is vertical acceleration, and 𝜀 is terrain type. 

The state estimation module uses an encoder–decoder dual-LSTM setup that works on three 

levels. First, the encoder LSTM compresses the sequences of terrain-type features, extracted by 

the CNN, along with the vehicle's past observable states into a fixed-size context vector that 

keeps long-term memory. Next, this context vector goes through a nonlinear spatial 

transformation via a fully-connected layer to produce a high-dimensional feature set. Finally, 

the decoder LSTM picks out the important information from the context vector and provides 

precise estimates of key vehicle states through a regression output layer. This multi-level 

structure allows for effective fusion of environmental and vehicle dynamic features over space 

and time. 

The model computation proceeds as follows: 

{
 
 
 

 
 
 
𝑟𝑡 = [𝛿1, 𝑛𝑖𝑗 , 𝑎𝑥, 𝑎𝑦, 𝜓, 𝜃, 𝑧𝑎, 𝜀]𝑡

𝑅𝑡 = {𝑋𝑡,⋯ , 𝑋𝑡−4}

𝜊1 = 𝐹LSTM1 (𝑾LSTM1 
𝑇 , 𝒃LSTM1, 𝑅𝑡)

𝜊2 = 𝑾FC1
𝑇 𝜊1 + 𝒃FC1

𝜊3 = 𝐹LSTM2 (𝑾LSTM2
𝑇 , 𝒃LSTM2, 𝜊2)

[
𝛽
𝑣𝑥
] = 𝑾FC2

𝑇 𝜊3 + 𝒃FC2

, (16) 

where 𝑟𝑡 is the concatenated vector of observable vehicle states and terrain-type features, 𝑅𝑡 
represents the data sequence across multiple consecutive time steps, 𝑾LSTM1,2 ∈

(𝑤𝑖, 𝑤𝑓 , 𝑤𝑔, 𝑤𝑜) and 𝑾LSTM1,2 ∈ (𝑤𝑖, 𝑤𝑓 , 𝑤𝑔, 𝑤𝑜) are the gate coefficients for the two LSTM 

layers, 𝑾FC1,2 and 𝒃FC1,2 are the weight matrices of the two fully-connected layers, 𝜊1, 𝜊2, and 

𝜊3 are the outputs of the respective network layers, 𝐹LSTM is the LSTM cell function. 

To enhance estimation accuracy and prevent overfitting, the encoder and decoder in the 

state-estimation output module each employ a four-layer stacked LSTM-4 architecture, with a 

0.2 dropout rate between layers and 128 hidden units per layer. The Adam optimizer is adopted, 

with an initial learning rate α = 0.001 and a decay factor of 0.9.  

To reduce training complexity and accelerate convergence, both the CNN and the CNN-

LSTM models adopt the L2 loss function, formulated as 

 𝐿 =
1

𝑁
∑ (𝑌𝑖 − 𝑓(𝑟𝑡))
𝑁
𝑖=1

2
. (17) 

In the expression, 𝑁 is the size of the training dataset. Within the CNN, 𝑌𝑖 represents the 

ground-truth terrain class, whereas 𝑓(𝑟𝑡) is the network-predicted terrain class. In the CNN-

LSTM network, 𝑌𝑖 are the ground-truth values of sideslip angle and longitudinal velocity, and 

𝑓(𝑟𝑡) are the corresponding model-predicted values. 

3.3. Model training 

Dynamic data were collected from the eight-wheel distributed electric drive unmanned 

ground vehicle under differential-GNSS conditions on four terrain types. Pitch, roll, vertical, 

longitudinal, and lateral accelerations, together with the ground-truth longitudinal velocity, 

were obtained from an integrated inertial navigation system; individual wheel speeds were 
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measured by wheel encoders, and front-wheel steering angles by steering-wheel sensors. The 

vehicle network and bus architecture are illustrated in Fig. 5. 

 

 

Fig. 5. Vehicle network and bus architecture. 

The ground-truth vehicle sideslip angle is computed as 

 𝛽 = arctan
𝑣𝑟𝑒𝑎𝑙_𝑦

𝑣𝑟𝑒𝑎𝑙_𝑥
, (18) 

where 𝑉𝑋 = 𝑣𝑟𝑒𝑎𝑙_𝑥cos𝜌 − 𝑣𝑟𝑒𝑎𝑙_𝑦sin𝜌and 𝑉𝑌 = 𝑣𝑟𝑒𝑎𝑙_𝑥sin𝜌 + 𝑣𝑟𝑒𝑎𝑙_𝑦cos𝜌are the east and 

north velocity components provided by the integrated inertial navigation system, 𝑣𝑟𝑒𝑎𝑙_𝑥 and 

𝑣𝑟𝑒𝑎𝑙_𝑦 represent the ground-truth longitudinal and lateral vehicle velocities after coordinate 

transformation, 𝑣𝑟𝑒𝑎𝑙_𝑦 is the vehicle yaw angle. 

Dry concrete, wet concrete, grass, and gravel roads were selected as test surfaces. To 

simulate the complex longitudinal-lateral coupled motion in real driving, the operating 

conditions were categorized into three modes based on longitudinal speed profiles: acceleration, 

deceleration, and acceleration followed by deceleration. In the turning scenarios, different 

front-wheel steering angles were applied while coupling the aforementioned three longitudinal 

speed change patterns, thereby covering combined dynamics such as accelerating or 

decelerating during a turn, as shown in Table 2. 

 

Table 2. Training samples. 

Driving condition 
Longitudinal velocity（km/h） 

Uniform acceleration Uniform deceleration Variable acceleration/deceleration 

Straight-line driving 0-70 70-0 0-70-0 

Cornering manoeuvre 0-70 70-0 0-70-0 

 

We collected 300 independent driving sequences for each road surface, each corresponding 

to a complete scenario. To prevent temporal data leakage and ensure rigorous evaluation of 

generalization, the dataset was partitioned at the sequence level rather than by individual 

samples. Specifically, 210 sequences (70%) were used for training, 60 sequences (20%) for 

validation, and the remaining 30 sequences (10%) were reserved for testing. As shown in Fig. 6, 

the loss function stabilizes at approximately 7 after 5,000 iterations, indicating favourable 

convergence behaviour. Meanwhile, the accuracy on the test set progressively converges to 
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98.8% as training progresses, demonstrating the model’s strong feature learning capability and 

satisfactory generalization performance on previously unseen driving sequences. 

 
a) 

 

b) 

 

Fig. 6. Loss a) and accuracy b) curves. 

4. Dichotomy-based vehicle state fusion estimation 

To counteract the transient accuracy drift inherent in single-estimator schemes, this study 

proposes a dichotomy-based fusion framework illustrated in Fig. 1. The architecture consists of 

two parallel estimators: a model-driven estimator based on the CKF and a data-driven estimator 

built on the CNN-LSTM. Each estimator independently provides state variables which are then 

compared against a theoretically derived reference trend from vehicle dynamics. Specifically, 

the deviation between each estimate and the trend baseline value is calculated, and the 

dichotomy is used to convert the relative deviation ratios into dynamic weighting coefficients 

in real time. This adaptive weight-allocation mechanism continuously adjusts the contribution 

of each estimator based on its current performance, effectively reducing transient errors and 

significantly improving the robustness of the overall estimation system. 

4.1. Construction and validity analysis of trend baseline values 

The dichotomous weight allocation mechanism adjusts weights based on the deviation 

between the output of each estimation algorithm and the baseline value. Therefore, the 

benchmark value must accurately represent the true trend of the state parameters [32]. The state 

trend baseline value derived from vehicle dynamics theory offers the following advantages: (i) 

it can accurately reflect the theoretical evolution pattern of the state parameter, and (ii) it is 

unaffected by uncertainties in model parameters and has a definite mathematical formulation. 

Consequently, this study selects the trend baseline value based on vehicle dynamics as the 

reference baseline for the dichotomous method. 

The 𝑎𝑥 and 𝑎𝑦measured by the IMU undergo low-pass filtering and bias compensation [23], 

resulting in pre-processed signals 𝑎̃𝑥 
and 𝑎̃𝑦. 

The reference values for longitudinal velocity and sideslip angle are expressed as 

 𝑣𝑥 = 𝑣0 + ∫𝑎𝑥  𝑑𝑡, 𝛽 = 𝛽0 + ∫(
𝑎𝑦

𝑣𝑥
− 𝜔̇𝑟)𝑑𝑡. (19) 

At discrete time step 𝑘, (32) is discretized to obtain: 

 𝑣𝑥(𝑘) = 𝑣𝑥(𝑘 − 1) + 𝑎̃𝑥Δ𝑡，𝛽(𝑘) = 𝛽(𝑘 − 1) +
𝑎̃𝑦Δ𝑡

𝑣𝑥(𝑘)
−
𝜔𝑟(𝑘)−𝜔𝑟(𝑘−1)

Δ𝑡
. (20) 
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Over short durations and in non-extreme terrain, acceleration bias components induced by 

road inclination are predominantly slowly-varying or approximately constant. The error 

introduced by integrating such a constant bias leads to a systematic offset when computing the 

deviation of each estimator from the same baseline. Because this offset is identical for both 

estimators, its influence is largely cancelled when comparing which estimator is closer to the 

baseline in relative terms. Hence, the absolute accuracy of the baseline is not critical to the 

fusion strategy; rather, physical consistency and its property as a common reference for both 

estimators are the keys to the effectiveness of the weighting logic. This design makes the fusion 

strategy robust to errors in the absolute reference value. 

4.2. Dichotomous weight allocation mechanism 

The schematic of the dichotomy-based fusion estimator is depicted in Fig. 7. At any discrete 

time step 𝑘, let 𝑒1(𝑘) denote the error between Method 1 and the reference value, and 𝑒1(𝑘) the 

corresponding error for Method 2. 

 

 

Fig. 7. Schematic of algorithmic fusion estimation based on the dichotomy method. 

The dichotomy method is applied to determine the ratio between 𝑒1(𝑘) and 𝑒2(𝑘). This ratio 

is then converted into weighting coefficients that are assigned to individual estimators, and the 

current estimate is updated accordingly. The detailed procedure is as follows: 

(i) We obtain the target estimates and the corresponding reference values and calculate the 

deviation 𝑒𝑖(𝑘) between each estimate and the reference. 

 {
𝑒1(𝑘) = |𝑥𝑟(𝑘) − 𝑥̂𝑟1(𝑘)|

𝑒2(𝑘) = |𝑥𝑟(𝑘) − 𝑥̂𝑟2(𝑘)|
, (21) 

where 𝑥𝑟(𝑘) is the reference value, 𝑥̂𝑟1(𝑘) is the estimate from Method 1, 𝑥̂𝑟2(𝑘) is the estimate 

from Method 2. 

(ii) Specify the weight-accuracy tolerance ℓ, initialize the search interval [𝑎1, 𝑏1] for the 

weight, and set the midpoint [𝑎1, 𝑏1], with 𝑐1 =
𝑎1+𝑏1

2
. 

(iii) When the search interval precision satisfies |𝑎𝑖 − 𝑏𝑖| > ℓ, the dichotomy search method 

is initiated. This process is repeated until the weight accuracy reaches the prescribed tolerance, 

and output the weight assigned to the algorithm exhibiting the larger estimation error at that 

instant. The search flowchart is illustrated in Fig. 8. 
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Fig. 8. Dichotomy-search flowchart. 

Suppose that at time step 𝑘 the deviation between Method 1 and the reference exceeds that 

of Method 2. The weight expressions for the respective estimators are formulated as 

 {
𝛾(𝑘) = 𝑙𝑖𝑚

|𝑎𝑖−𝑏𝑖|→ℓ

|𝑥𝑟(𝑘)−𝑥̂𝑟2(𝑘)|

|𝑥𝑟(𝑘)−𝑥̂𝑟1(𝑘)|

𝜎(𝑘) = 1 − 𝛾(𝑘)
. (22) 

The fused estimate is given by 

 𝑦(𝑘) = 𝛾(𝑘)𝑥̂𝑟1(𝑘) + 𝑥̂𝑟2(𝑘)𝜎(𝑘), (23) 

where 𝑦(𝑘) is the final estimate at time step 𝑘. 

5. Experimental validation on real vehicle 

We conducted experiments with three typical operational scenarios using an eight-wheel 

distributed electric drive unmanned vehicle: a low-speed double-lane-change on off-road 

terrain, a high-speed double-lane-change on dry asphalt, and a medium-speed double-lane-

change on wet asphalt, as illustrated in Fig. 9. Three state estimation methods are benchmarked: 

the CKF-based estimator (denoted as CKF), the CNN-LSTM-based estimator (denoted as 

CNN-LSTM), and the proposed fusion estimator (denoted as Proposed). Key vehicle 

parameters are listed in Table 3. 

 
a) 

 

b) 

 

c) 

 

Fig. 9. Driving conditions: a) off-road terrain, b) dry asphalt, c) wet asphalt. 
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Table 3. Key vehicle parameters. 

Parameters Value 

Total mass (kg) 4130 

Track width (m) 2.15 

Tire radius (m) 0.41 

Yaw moment of inertia around the z-axis (kg·m2) 5935 

5.1. Low-speed double-lane-change on off-road terrain 

Figure 10 presents experimental results on off-road terrain and Table 4 contains vehicle state 

parameter errors. It can be observed that during the period of 0-2.6s, in response to the 

fluctuation in the estimated sideslip angle caused by acceleration noise in CKF at low speeds, 

the algorithm rapidly adjusts the weight of CNN-LSTM from the initial 0.5 to 0.8, effectively 

suppressing the early estimation error. During 7.3-8.2s, when CNN-LSTM deviates due to 

inputs exceeding the training set range, the weight decreases sensitively to 0.6, thereby 

increasing the contribution of the CKF to avoid following erroneous estimates. From 9 to 11s, 

when the drastic changes in lateral and longitudinal accelerations lead to a mismatch in the 

sideslip stiffness model of CKF, the weight further increases to 0.88, reinforcing the dominant 

role of the CNN-LSTM. The proposed fusion method reduces the root-mean-square error of 

sideslip angle estimation by 55.10% compared to CKF and by 40.54% compared to CNN-

LSTM, while longitudinal velocity accuracy is enhanced by 66.90 % and 56.94 %. 

 
a) 

 

b) 

 

c) 

 

Fig. 10. Experimental results: a) sideslip angle, b) longitudinal velocity, c) CNN-LSTM weight. 
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Table 4. Vehicle state parameter errors. 

Vehicle state parameters Estimation method Root-mean-square error 

Sideslip angle (rad) 

CKF 0.0049 

CNN-LSTM 0.0037 

Proposed 0.0022 

Longitudinal velocity (km/h) 

CKF 0.8102 

CNN-LSTM 0.5332 

Proposed 0.3488 

5.2. High-speed double-lane-change on dry asphalt 

Figure 11 presents experimental results on dry asphalt and Table 5 contains vehicle state 

parameter errors. CKF yields estimates with considerable deviations which stem from its fixed 

filtering parameters that lack adaptability to diverse operating conditions. The estimates of 

CNN-LSTM exhibit relatively large errors during the intervals 2.9-3.2 s and 3.8-4.5 s, owing to 

the absence of steering manoeuvres at the corresponding speeds in the training dataset. 

Consequently, the model is not well acquainted with the vehicle’s dynamic behaviour under 

such speed conditions. The dichotomy-based fusion strategy responds sensitively by reducing 

the weighting factors to 0.72 and 0.75, respectively, thereby appropriately increasing the 

contribution of  CKF to compensate for the transient inadequacy of the data-driven model. In 

terms of root-mean-square error, compared with CKF and CNN-LSTM, the proposed method 

improves the estimation accuracy of the sideslip angle by 91.04 % and 38.71 %, respectively, 

and that of the longitudinal velocity by 67.73 % and 44.09 %, respectively.  

 
a) 

 

b) 

 

c) 

 

Fig. 11. Experimental results: a) sideslip angle, b) longitudinal velocity, c) CNN-LSTM weight. 
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Table 5. Vehicle state parameter errors. 

Vehicle state parameters Estimation method Root-mean-square error 

Sideslip angle (rad) 

CKF 0.0212 

CNN-LSTM 0.0031 

Proposed 0.0019 

Longitudinal velocity (km/h) 

CKF 1.2444 

CNN-LSTM 0.7183 

Proposed 0.4016 

5.3. Medium-speed double-lane-change on wet asphalt 

Figure 12 shows that CKF accurately estimates the sideslip angle and longitudinal velocity 

during the 0-5.8 s interval. Thereafter, the rising vehicle nonlinearities degrade its performance, 

and the physics-based model fails to capture the evolving trends of the two states. CNN-LSTM 

gradually improves its accuracy over time, maintaining low estimation errors between 5.8 s and 

12 s. According to Table 6, the proposed method improves the sideslip angle estimation 

accuracy by 64.71% and 25.00% compared with CKF and CNN-LSTM, respectively, and the 

longitudinal velocity estimation accuracy by 65.93% and 44.90% in terms of root-mean-square 

error.  

 
a) 

 

b) 

 

c) 

 

Fig. 12. Experimental results: a) sideslip angle, b) longitudinal velocity, c) CNN-LSTM weight. 
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Table 6. Vehicle state parameter errors. 

Vehicle state parameters Estimation method Root-mean-square error 

Sideslip angle (rad) 

CKF 0.0051 

CNN-LSTM 0.0024 

Proposed 0.0018 

Longitudinal velocity (km/h) 

CKF 1.0127 

CNN-LSTM 0.6263 

Proposed 0.3451 

5.4. 20-degree slope 

Figure 13 presents experimental results with a 20-degree slope and Table 7 contains vehicle 

state parameter errors. The proposed fusion method demonstrates significant advantages. In 

terms of root-mean-square error, CKF, which does not incorporate slope compensation, yields 

a longitudinal velocity as high as 22.1534 km/h and a sideslip angle of 0.0422 rad. Although 

trained on data, CNN-LSTM still suffers from lag and noise, resulting in a longitudinal velocity 

of 1.6813 km/h and a sideslip angle of 0.0072 rad. In contrast, the proposed fusion method 

utilizes a bisection-based adaptive weighting strategy, adjusting the CNN-LSTM weight to 0.82 

within 2 seconds. This approach effectively suppresses the systematic bias inherent in CKF and 

the high-frequency noise present in CNN-LSTM. Consequently, it achieves a longitudinal 

velocity of 1.4547 km/h and a sideslip angle of 0.0061 rad, which represents a 15.3% 

improvement over CNN-LSTM. 

 
a) 

 

b) 

 

c) 

 

Fig. 13. Experimental results: a) sideslip angle, b) longitudinal velocity, c) CNN-LSTM weight. 
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Table 7. Vehicle state parameter errors. 

Vehicle state parameters Estimation method Root-mean-square error 

Sideslip angle (rad) 

CKF 0.0422 

CNN-LSTM 0.0072 

Proposed 0.0061 

Longitudinal velocity (km/h) 

CKF 22.1534 

CNN-LSTM 1.6813 

Proposed 1.4547 

6. Discussion 

Quantitative comparisons confirm that the dichotomous adaptive fusion framework 

outperforms single CKF and CNN-LSTM methods. A mechanistic comparison is made with 

the current mainstream method, IMM-CKF [33]. 

(i) IMM-CKF approximates complex dynamics using a predefined discrete set of models, 

with transitions governed by a Markov chain and posterior probabilities weighting the fused 

results. However, enumerating all precise physical models in advance is difficult. Hence, the 

proposed method uses a basic 2-DOF vehicle model plus a data-driven black-box compensator 

to learn unmodeled dynamics. 

(ii) IMM-CKF requires extensive prior knowledge, i.e., designers must predefine a model 

set and a Markov transition matrix. The proposed method only needs a basic interpretable 

vehicle model and historical data to train the CNN-LSTM estimator; key parameters in the 

dichotomous fusion logic have clear physical meanings. This reduces deployment difficulty in 

environments lacking prior model knowledge. 

7. Conclusions 

This paper focuses on distributed electric drive vehicles and designs a multi-source 

information-based vehicle state fusion estimation method. The following distinctive 

contributions are achieved: 

1. This study innovatively proposes a dichotomy-based model-data hybrid state estimation 

fusion framework which dynamically integrates the strengths of model-driven and data-driven 

approaches with high robustness and interpretability.  

2. Real-vehicle experiments were conducted under four operating conditions. In terms of 

root mean square error, the proposed method improves sideslip angle estimation accuracy by at 

least 25.00% and up to 91.04% across the four conditions, while longitudinal velocity 

estimation accuracy is improved by at least 44.09% and up to 67.73%. 

Future work will focus on a systematic quantitative comparison of the proposed fusion 

framework with representative hybrid estimation baselines, under consistent experimental 

conditions. 

Acknowledgements 

This work was supported by the Innovation Science Foundation of the Engineering 

University of the PLA Joint Logistic Support Force, China (CLB25L036). 



Z. Li, et al.: MULTI-SOURCE INFORMATION-BASED STATE FUSION ESTIMATION FOR DISTRIBUTED ELECTRIC DRIVE … 

 

References 

[1] Zhao, X., Chen, G., Gao, Z., Yao, J., Gao, Z., & Hua, M. (2024). Autonomous obstacle avoidance for 

distributed drive electric vehicles via dynamic drifting. IEEE Transactions on Transportation Electrification, 

10(4), 8893–8906. https://doi.org/10.1109/tte.2024.3380629 

[2] Bao, Y., Du, C., Wu, D., Liu, H., Liu, W., & Li, J. (2023). Coordinated slip control of multi-axle distributed 

drive vehicle based on HLQR. Mathematics, 11(8), 1964. https://doi.org/10.3390/math11081964 

[3] Li, Z., Pan, S., Mao, K., & Xu, Y. (2024). Combined acceleration slip regulation for multi-wheel distributed 

electric drive vehicles considering torque loss factor. Control Engineering Practice, 146, 105893. 

https://doi.org/10.1016/j.conengprac.2024.105893 

[4] Fang, Z., Liang, J., Tan, C., Tian, Q., Pi, D., & Yin, G. (2024). Enhancing Robust Driver Assistance Control 

in Distributed Drive Electric Vehicles through Integrated AFS and DYC Technology. IEEE Transactions on 

Intelligent Vehicles, 1–14. https://doi.org/10.1109/tiv.2024.3368050 

[5] Chen, L., Chen, T., Xu, X., Cai, Y., Jiang, H., & Sun, X. (2019). Sideslip angle estimation of in-wheel motor 

drive electric vehicles by cascaded multi-Kalman filters and modified tire model. Metrology and 

Measurement Systems, Vol. 26 (2019) No. 1, pp. 185–208. https://doi.org/10.24425/mms.2019.126329 

[6] Wang, L., Zhao, X., Wan, J., Guo, H., & Zhang, Y. (2023). Vehicle state parameter estimation based on 

improved adaptive observer. 2023 7th CAA International Conference on Vehicular Control and Intelligence 

(CVCI), 1-6. https://doi.org/10.1109/CVCI59596.2023.10397319 

[7] Ye, L., Du, B. H., Yu, L., Xu, X., & Zhang, J. L. (2025). A comprehensive estimation method for vehicle 

motion states based on model constraints. Measurement, 242, Part D,116153. 

https://doi.org/10.1016/j.measurement.2024.116153 

[8] Zhang, B., Du, H., Lam, J., Zhang, N., & Li, W. (2016). A novel observer design for simultaneous estimation 

of vehicle steering angle and sideslip angle. IEEE Transactions on Industrial Electronics, 63(7), 4357-4365. 

https://doi.org/10.1109/TIE.2016.2544244 

[9] Wang, Y., Sun, X., & Cui, D. (2024). An adaptive estimation of ground vehicle state with unknown 

measurement noise. Metrology and Measurement Systems, Vol. 31 (2024) No. 2, pp. 389-399. 

https://doi.org/10.24425/mms.2024.149705 

[10] Kontos, J., Bódis, L., & Vathy-Fogarassy, A. (2025). Sensitivity Analysis of Long Short-Term Memory-

Based Neural Network Model for Vehicle Yaw Rate Prediction. Sensors, 25(5), 1363. 

https://doi.org/10.3390/s25051363 

[11] Bonfitto, A., Feraco, S., Tonoli, A., & Amati, N. (2020). Combined regression and classification artificial 

neural networks for sideslip angle estimation and road condition identification. Vehicle System Dynamics, 

58(11), 1766-1787. https://doi.org/10.1080/00423114.2019.1645860 

[12] Wang, Q., & Wu, Z. (2021). Robust output feedback control for input-saturated systems based on a sliding 

mode observer. Circuits, Systems, and Signal Processing, 40(5), 2267-2281. 

https://doi.org/10.1016/j.oceaneng.2020.107245 

[13] Chen, X., Li, S., Li, L., Zhao, W., & Cheng, S. (2022). Longitudinal-lateral-cooperative estimation algorithm 

for vehicle dynamics states based on adaptive-square-root-cubature-Kalman-filter and similarity-principle. 

Mechanical Systems and Signal Processing, vol. 176, 109162. https://doi.org/10.1016/j.ymssp.2022.109162 

[14] Dahal, P., Mentasti, S., Paparusso, L., Arrigoni, L., & Braghin, F. (2024). RobustStateNet: Robust ego vehicle 

state estimation for Autonomous Driving. Robotics and Autonomous Systems, 172, 104585. 

https://doi.org/10.1016/j.robot.2023.104585 

[15] Chen, T., Chen, L., Cai Y. F., & Yu, X. (2018). Estimation of vehicle sideslip angle via pseudo-multisensor 

information fusion method. Metrology and Measurement Systems, Vol. 25 (2018) No. 3, pp. 499-516. 

https://doi.org/10.24425/123902 

[16] Wang, Z., Wu, J., Zhang, L., & Wang, Y. C. (2018). Vehicle sideslip angle estimation for a four-wheel-

independent-drive electric vehicle based on a hybrid estimator and a moving polynomial Kalman 

smoother. Proceedings of the Institution of Mechanical Engineers, Part K: Journal of Multi-body Dynamics, 

233(1), 125-140. https://doi.org/10.1177/1464419318770923 

https://doi.org/10.1109/tte.2024.3380629
https://doi.org/10.3390/math11081964
https://doi.org/10.1016/j.conengprac.2024.105893
https://doi.org/10.1109/tiv.2024.3368050
https://doi.org/10.24425/mms.2019.126329
https://doi.org/10.1109/CVCI59596.2023.10397319
https://doi.org/10.1016/j.measurement.2024.116153
https://doi.org/10.1109/TIE.2016.2544244
https://www.czasopisma.pan.pl/dlibra/results?action=AdvancedSearchAction&type=-3&val1=Creator:%22Wang%2C+Yan%22
https://www.czasopisma.pan.pl/dlibra/results?action=AdvancedSearchAction&type=-3&val1=Creator:%22Sun%2C+Xuan%22
https://www.czasopisma.pan.pl/dlibra/results?action=AdvancedSearchAction&type=-3&val1=Creator:%22Cui%2C+Dong%22
https://www.czasopisma.pan.pl/dlibra/publication/149705/edition/132361/content
https://www.czasopisma.pan.pl/dlibra/publication/149705/edition/132361/content
https://doi.org/10.24425/mms.2024.149705
https://doi.org/10.3390/s25051363
https://www.tandfonline.com/author/Amati%2C+Nicola
https://doi.org/10.1080/00423114.2019.1645860
https://doi.org/10.1016/j.oceaneng.2020.107245
https://xueshu.baidu.com/s?wd=author%3A%28X%20Chen%29%20&tn=SE_baiduxueshu_c1gjeupa&ie=utf-8&sc_f_para=sc_hilight%3Dperson
https://xueshu.baidu.com/s?wd=author%3A%28S%20Li%29%20&tn=SE_baiduxueshu_c1gjeupa&ie=utf-8&sc_f_para=sc_hilight%3Dperson
https://xueshu.baidu.com/s?wd=author%3A%28L%20Li%29%20&tn=SE_baiduxueshu_c1gjeupa&ie=utf-8&sc_f_para=sc_hilight%3Dperson
https://xueshu.baidu.com/s?wd=author%3A%28W%20Zhao%29%20&tn=SE_baiduxueshu_c1gjeupa&ie=utf-8&sc_f_para=sc_hilight%3Dperson
https://xueshu.baidu.com/s?wd=author%3A%28S%20Cheng%29%20&tn=SE_baiduxueshu_c1gjeupa&ie=utf-8&sc_f_para=sc_hilight%3Dperson
https://doi.org/10.1016/j.ymssp.2022.109162
https://doi.org/10.1016/j.robot.2023.104585
http://dx.doi.org/10.24425/123902
http://dx.doi.org/10.1177/1464419318770923


Metrol. Meas. Syst., Vol. 33 (2026), No. 2 

DOI: 10.24425/mms.2026.3086 

 

[17] Liu, Y. Cui, D. & Peng, W. (2023). Vehicle state and parameter estimation based on adaptive anti-outlier 

unscented Kalman filter and GA-BPNN method. Journal of Vibroengineering, 26(1), 139-151. 

https://doi.org/10.21595/jve.2023.23441 

[18] Li, Q., Zhang, B.Y., & He, H.W. (2025). A hybrid physics-data driven approach for vehicle dynamics state 

estimation. Mechanical Systems and Signal Processing, 225(15), 112249. 

https://doi.org/10.1016/j.ymssp.2024.112249 

[19] Xia, Q., Chen, T., Chen, L., Xu X, & Cai, Y. F. (2022). Vehicle sideslip angle estimation method based on 

redundant information fusion. Automotive Engineering, 44(2), 280-289. 

https://doi.org/10.19562/j.chinasae.qcgc.2022.02.016 

[20] Ding, X., Wang, Z., Zhang, L., & Liu, J. (2022). A Comprehensive Vehicle Stability Assessment System 

Based on Enabling Tire Force Estimation. IEEE Transactions on Vehicular Technology, 71(11), 11571-

11588. https://doi.org/10.1109/TVT.2022.3193139 

[21] Seo, D., & Kang, J. (2025). Dynamic-Model-free vehicle velocity estimation using extended Kalman filter 

with IMU, steering Angle, and wheel speed sensors. Measurement, 242, Part A, 115810. 

https://doi.org/10.1016/j.measurement.2024.115810 

[22] Wang, Y., Chen, H., Yin, G., Mo, Y., de Boer, N., & Lv., C. (2024). Motion State Estimation of Preceding 

Vehicles with Packet Loss and Unknown Model Parameters. IEEE/ASME Transactions on Mechatronics, 

29(5), 3461-3472. https://doi.org/10.1109/TMECH.2023.3345956. 

[23] Wang, Y., Xu, L., Zhang, F., Dong, H., Liu, Y., & Yin, G. (2021). An adaptive fault-tolerant EKF for vehicle 

state estimation with partial missing measurements. IEEE/ASME Transactions on Mechatronics, 26 (3), 

1318-1327. https://doi.org/10.1109/TMECH.2021.3065210 

[24] Liao, Z. L., Cai, L. C., Yang, Q., & Zhang, Y. Y. (2024). Design of lateral dynamic control objectives for 

multi-wheeled distributed drive electric vehicles. Engineering Science and Technology, an International 

Journal, 50, 101629. https://doi.org/10.1016/j.jestch.2024.101629 

[25] Zhang, J. X., & Li, J. (2017). Vehicle State Estimation Based on Interactive Multiple Model and Cubature 

Kalman Filter. Automotive Engineering, 39(9), 977-983. 

https://doi.org/10.19562/j.chinasae.qcgc.2017.09.001 

[26] Yang, Z.P., & Zhao, L.H. (2025). Distributed nonlinear estimation of vehicle states and tire forces with 

stability guarantees, Control Engineering Practice, 157, 106264. 

https://doi.org/10.1016/j.conengprac.2025.106264 

[27] Li, H., Wang, J.H., Chen, L. H., Xu, H. Liu, D. S., & Cui, G. R. (2024). Powertrain Model based Longitudinal 

Velocity and Road Gradient Estimation for Four-wheel Drive Hybrid Electric Vehicle. IFAC-PapersOnLine, 

58(29), 88-93. https://doi.org/10.1016/j.ifacol.2024.11.125 

[28] Xiong, L., Jin, D., Leng, B., Yang, X., & Wu, L. H. (2019). Road Friction Estimation Method for Distributed 

Driving Electric Vehicle Based on Machine Vision Assistance. Journal of Tongji University (Nature 

Science), 47,100-103. https://doi.org/10.11908/j.issn.0253-374x.19726 

[29] Cicmanec, L., Kubica, A., & Maslan, J. (2025). LSTM and TCN application for airport surface distress 

detection. Results in Engineering, 27, 105708. https://doi.org/10.1016/j.rineng.2025.105708 

[30] Bekhti, M.A., & Kobayashi, Y. (2016). Prediction of vibrations as a measure of terrain traversability in 

outdoor structured and natural environments. Proceedings of the 7th Pacific-Rim Symposium on Image and 

Video Technology, 282-294. https://doi.org/10.1007/978-3-319-29451-3 

[31] Watanabe, A., Kageyama, I., Kuriyagawa, Y., Haraguchi, T., Kaneko, T., & Nishio, M. (2023). Study on the 

influence of environmental conditions on road friction characteristics, Lubricants, 11(7), 

277. https://doi.org/10.3390/lubricants11070277 

[32] Hu M. J., Mou, B. J., Yang, Z. Y., Bian Y. G., Qin, X. H., Xu, B. (2023). A Hybrid A* Path Planning Method 

Based on DBSCAN and Dichotomy. Automotive Engineering, 45(3), 341-349+371. 

https://doi.org/10.19562/j.chinasae.qcgc.2023.03.001 (in Chinese) 

[33] Yang, B. J., Wang, H. G., & Shi, Z. Y. (2025). Interacting multiple model adaptive robust Kalman filter for 

process and measurement modeling errors simultaneously. Signal Processing, 227, 109743. 

https://doi.org/10.1016/j.sigpro.2024.109743 

 

https://doi.org/10.21595/jve.2023.23441
https://www.sciencedirect.com/journal/mechanical-systems-and-signal-processing
https://www.sciencedirect.com/journal/mechanical-systems-and-signal-processing/vol/225/suppl/C
https://doi.org/10.1016/j.ymssp.2024.112249
https://doi.org/10.19562/j.chinasae.qcgc.2022.02.016
https://doi.org/10.1109/TVT.2022.3193139
https://doi.org/10.1016/j.measurement.2024.115810
https://doi.org/10.1109/TMECH.2023.3345956
https://doi.org/10.1109/TMECH.2021.3065210
https://doi.org/10.1016/j.jestch.2024.101629
https://doi.org/10.19562/j.chinasae.qcgc.2017.09.001
https://www.sciencedirect.com/journal/control-engineering-practice
https://doi.org/10.1016/j.conengprac.2025.106264
https://doi.org/10.1016/j.ifacol.2024.11.125
https://doi.org/10.11908/j.issn.0253-374x.19726
https://doi.org/10.1016/j.rineng.2025.105708
https://doi.org/10.1007/978-3-319-29451-3_23
https://doi.org/10.3390/lubricants11070277
https://doi.org/10.19562/j.chinasae.qcgc.2023.03.001
https://www.sciencedirect.com/author/55468453000/zhiyong-shi
https://www.sciencedirect.com/journal/signal-processing
https://www.sciencedirect.com/journal/signal-processing/vol/227/suppl/C
https://doi.org/10.1016/j.sigpro.2024.109743




Metrol. Meas. Syst., Vol. 33 (2026), No. 2 

DOI: 10.24425/mms.2026.3086 

 

Zixian Li received his Ph.D. degree 

from the Engineering University of the 

PLA Joint Logistic Support Force, 
Tianjin, China, in 2024. He is currently a 

lecturer at the Department of Military 

Materials Distribution. His research 
areas include state estimation of 

distributed electric-driven unmanned 

vehicles, intelligent control, and the 
application of intelligent transportation 

and delivery equipment, among others. 

He has authored or co-authored 2 books and over 10 papers. 
 

Yu Sun received the M.Sc. degree from 

Nankai University, Tianjin, China, in 
2006. He is currently a professor at the 

Department of Military Material 

Distribution, Engineering University of 
the PLA Joint Logistic Support Force. 

His research areas include key 

technologies of unmanned aircraft, 
design and development of intelligent 

loading and unloading equipment. He 

has authored or co-authored 5 books and 
over 20 papers. 

 

Youchun Xu received his Ph.D. degree 
from Jilin University in 2004 and a 

postdoctoral degree from Tsinghua 

University in 2006. He is currently a 
professor at the Engineering University 

of the PLA Joint Logistic Support Force. 

He is currently engaged in the research 
of unmanned intelligent systems at the 

Engineering University. He has 

published over 80 papers. 

Yaowen Zhang received the M.Sc. 

degree in 2020 from the Academy of 

Military Sciences, China. He is currently 
an engineer with the Engineering 

University of the PLA Joint Logistic 

Support Force. His research interests 
include multi-agent reinforcement 

learning, autonomous driving, and large-

scale foundation models. He is the co-
inventor of 2 patents and has authored or 

co-authored over 10 papers. 

 
Chongke Bi received his Ph.D. degree 

from the University of Tokyo, Japan, in 

2012. He is currently a professor at the 
Department of Software, Tianjin 

University, conducting research in 

scientific visualization and high-
performance computing. He has 

published over 70 papers. 



  𝛾


  𝛽


    v  x


    v  y


  v


  l


    F  x i


    F  y i


    I  z


  z


    L  i


  i


    𝛿 1


    𝛿 2


  m


  i = 1 、 2 、 3 、 4


  i


  m   v  x  (   𝛽 . + 𝛾 ) =   F  x 1     s i n ⁡  𝛿 1 +   F  x 2     s i n ⁡  𝛿 2 +   F  y 1     c o s ⁡  𝛿 1 +   F  y 2     c o s ⁡  𝛿 2 +   F  y 3 +   F  y 4 .


    I  z   𝛾 . =   L 1  (   F  y 1     c o s ⁡  𝛿 1 +   F  x 1     s i n ⁡  𝛿 1 ) +   L 2  (   F  y 2     c o s ⁡  𝛿 2 +   F  x 2     s i n ⁡  𝛿 2 ) −   L 3   F  y 3 −   L 4   F  y 4


    F  y i = − 2   K  i   𝛼  i ,


    K  i


    𝛼  i


   {      𝛽 . = −     ∑  i = 1 4    K  i  m   v  x 𝛽 −  (     ∑  i = 1 4    L  i   K  i  m   v  x 2 + 1 ) 𝛾 +     K 1  m   v  x   𝛿 1 +     K 2  m   v  x   𝛿 2     𝛾 . = −     ∑  i = 1 4    L  i   K  i    I  z 𝛽 −     ∑  i = 1 4      L 2  i   K  i    I  z   v  x 𝛾 +     L 1   K 1    I  z   𝛿 1 +     L 2   K 2    I  z   𝛿 2


      v .  x =   a  x + 𝛾 𝛽   v  x


   {        x ^ 0 = E  (   x 0 )     P 0 = E  (   x 0 −     x ^ 0 )    (   x 0 −     x ^ 0 )  T


      x ^ 0


    𝑷 0


    𝜒  i , k =     𝜒 ^  k − 1 +   S  k   𝜉  i ,   i = 1 , 2 , ⋯ , 2   n  m


  i


    n  m


    𝑺  k


    𝑷  k / k


    𝑷  k / k =   𝑺  k   𝑺  k  T


    𝜉  i


    𝝌  i , k + 1 ∣ k = f  (   𝝌  i , k )


      x ^  k + 1 | k =  1  2   n  m   ∑  i = 1  2   n  m    𝜒  i , k + 1 | k


    P  k + 1 | k =  1  2   n  m   ∑  i = 1  2   n  m    𝜒  i , k + 1 | k   𝜒  i , k + 1 | k  T −     x ^  k + 1 | k       x ^  T  k + 1 | k +   Q  k


    Q  k


    P  z , k + 1 | k =  1  2   n  m   ∑  i = 1  2   n  m    y  i , k + 1 | k   y  i , k + 1 | k  T −     y ^  k + 1 | k     y ^  k + 1 | k  T +   R  k


    P  x z , k + 1 | k =  1  2   n  m   ∑  i = 1  2   n  m      x ^  i , k + 1 | k   y  i , k + 1 | k  T −     x ^  k + 1 | k     y ^  k + 1 | k  T


    R  k


    𝑷  k + 1 ∣ k


      X ^  i , k + 1 | k


    y  i , k + 1 | k


      y ^  k + 1 | k


    𝜺  k + 1 ∣ k =   𝒚  k + 1 −     𝒚 ^  k + 1 ∣ k


    𝒚  k + 1


  k + 1


      𝒚 ^  k + 1 ∣ k


  k + 1


    𝑲  k + 1 =   𝑷  x z , k + 1 ∣ k   𝑷  z , k + 1 ∣ k  − 1 .


      x ^  k + 1 =     x ^  k + 1 | k +   K  k + 1  (   y  k + 1 −     y ^  k + 1 | k ) .


    𝑷  k + 1 =   𝑷  k + 1 ∣ k −   𝑲  k + 1   𝑷  z , k + 1 ∣ k   𝑲  k + 1  T .


   {      𝛽  k + 1 =   𝛽  k +  ( −     ∑  i = 1 4    K  i  m   v  x   𝛽  k −  (     ∑  i = 1 4    L  i   K  i  m   v  x 2 + 1 )   𝛾  k +     K 1  m   v  x   𝛿  1 ， k +     K 2  m   v  x   𝛿  2 ， k ) T +   w  k     𝛾  k + 1 =   𝛾  k +  ( −     ∑  i = 1 4    L  i   K  i    I  z   𝛽  k −     ∑  i = 1 4      L 2  i   K  i    I  z   v  x   𝛾  k +     L 1   K 1    I  z   𝛿  1 ， k +     L 2   K 2    I  z   𝛿  2 ， k ) T +   w  k     v  x , k + 1 =   v  x , k +  (   a  x , k +   𝛾  k   𝛽  k   v  x , k ) T +   w  k


  T


    a  y =     v .  y +   v  x 𝛾 = 𝛽   v  x +   v  x 𝛾 = −     ∑  i = 1 4    K  i  m 𝛽 −     ∑  i = 1 4    L  i   K  i  m   v  x 𝛾 +     K 1  m   𝛿 1 +     K 2  m   𝛿 2 +   v  k ,


    𝒙  k + 1 =    [      𝛽  k + 1    𝛾  k + 1    v  x , k + 1 ]  T


    𝒚  k =  [   a  y , k ]


    𝒖  k =    [      𝛿  f , k    a  x , k ]  T


    s  t


   (   x  t ,   y  t )


  t


    S  t =  {   s  t , 0 < t <   T  o b s }


   [ 𝛽 ,   v  x ] = f  [   𝛿 1 ,   n  i j ,   a  x ,   a  y ]


    n  i j


   [ 𝛽 ,   v  x ] = f  [   𝛿 1 ,   n  i j ,   a  x ,   a  y , 𝜓 , 𝜃 ,   z  a , 𝜀 ]


  𝜓


  𝜃


    z  a


  𝜀


   {         r  t =    [   𝛿 1 ,   n  i j ,   a  x ,   a  y , 𝜓 , 𝜃 ,   z  a , 𝜀 ]  t     R  t =  {   X  t , ⋯ ,   X  t − 4 }     𝜊 1 =   F  LSTM1   (   𝑾  LSTM1   T ,   𝒃  LSTM1 ,   R  t )     𝜊 2 =   𝑾  FC 1  T   𝜊 1 +   𝒃  FC 1     𝜊 3 =   F  LSTM2   (   𝑾  LSTM 2  T ,   𝒃  LSTM 2 ,   𝜊 2 )    [    𝛽     v  x ] =   𝑾  FC 2  T   𝜊 3 +   𝒃  FC 2


    r  t


    R  t


    𝑾  LSTM1,2  ∈  (   w  i ,   w  f ,   w  g ,   w  o )


    𝑾  LSTM1,2  ∈  (   w  i ,   w  f ,   w  g ,   w  o )


    𝑾  FC 1 , 2


    𝒃  FC 1 , 2


    𝜊 1


    𝜊 2


    𝜊 3


    F  LSTM


  L =  1  N     ∑  i = 1  N   (   Y  i − f (   r  t ) ) 2


  N


    Y  i


  f  (   r  t )


    Y  i


  f  (   r  t )


  𝛽 = arctan     v  r e a l _ y    v  r e a l _ x


    V  X =   v  r e a l _ x cos 𝜌 −   v  r e a l _ y sin 𝜌


    V  Y =   v  r e a l _ x sin 𝜌 +   v  r e a l _ y cos 𝜌


    v  r e a l _ x


    v  r e a l _ y


    v  r e a l _ y


    a  x


    a  y


      a ~  x


      a ~  y


    v  x =   v 0 +  ∫    a  x   d t ,   𝛽 =   𝛽 0 +  ∫   (     a  y    v  x −     𝜔 .  r ) d t .


  k


    v  x  ( k ) =   v  x  ( k − 1 ) +     a ~  x Δ t ， 𝛽  ( k ) = 𝛽  ( k − 1 ) +       a ~  y Δ t    v  x  ( k ) −     𝜔  r  ( k ) −   𝜔  r  ( k − 1 )  Δ t


  k


    e 1  ( k )


    e 1  ( k )


    e 1  ( k )


    e 2  ( k )


    e  i  ( k )


   {       e 1  ( k ) =  |   x  r  ( k ) −     x ^  r 1  ( k ) |      e 2  ( k ) =  |   x  r  ( k ) −     x ^  r 2  ( k ) |


    x  r  ( k )


      x ^  r 1  ( k )


      x ^  r 2  ( k )


  ℓ


   [   a 1 ,   b 1 ]


   [   a 1 ,   b 1 ]


    c 1 =     a 1 +   b 1 2


   |   a  i −   b  i | > ℓ


  k


   {     𝛾  ( k ) =   l i m   |   a  i −   b  i | → ℓ    |   x  r  ( k ) −     x ^  r 2  ( k ) |   |   x  r  ( k ) −     x ^  r 1  ( k ) |    𝜎  ( k ) = 1 − 𝛾  ( k )


  y  ( k ) = 𝛾  ( k )     x ^  r 1  ( k ) +     x ^  r 2  ( k ) 𝜎  ( k )


  y  ( k )


  k

